
 Logger Operating Temperature -20°C to +85°C (inside thermal barrier or without barrier)

 Oven Temperature Range -90°C to +350°C (depends on thermal barrier)

 Sampling Interval Up to 16 samples per second (dependent on number of channels)

 Process duration:   �Select an overall time covering process duration and the software will choose a sampling 
interval which maximises the number of sampling events spanning time selected.

 Data security:  �ThermaPro2 will not accept new data if previous data has not been downloaded.  Status 
clearly indicated by front panel LED.

 Clock / Delay Start:  �Data stamped with time/date by onboard real-time clock.  The clock also allows logger 
to start at a pre-selected time/date, allowing data gathering to begin without direct 
supervision.

 Calibration:. Automatic calibration validity check every time data is downloaded

 Logger Dimensions 140 mm x 126 mm x 17mm

 Thermal Barriers:

 TB40 40 mm x 220mm x 260mm

 TB60 60 mm x 220mm x 260mm

 TB80 80 mm x 220mm x  260mm

 TB100 100 mm x 280mm x 280mm

 TB120 120 mm x 280mm x 280mm

 Instrument Accuracy – 0.5°C

 Resolution 0.1°C

 Range 

 Type E - 270°C to + 1200°C

 Type J - 210°C to + 1000°C

 Type K - 270°C to + 1372°C

 Type N - 270°C to + 1300°C

 Type T - 270°C to + 400°C

 Accuracy – 0.01% FS or 20uV, whichever the greater

 Resolution 1 mV to 1mV in 8 ranges

 Range – 9.7 mV to –1.2�ς in 8 ranges

 Channels 4, 8 or 16 available (ungradeable)

Speci�cations

Visit our website for full speci�cations www.digitron.co.uk
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